TESTING TECHNOLOGY

PROVAGIOCHI IDRAULICI PER AUTO ED
AUTOCARRI

PLAY DETECTORS FOR CARS AND TRUCKS

PLAGQUE A JEUX HYDRAULIQUES POUR
VOITURES ET P.L.



M1 - M42

DATI STANDARD DONNEES TECHNISCHE DATOS
TECNICI FEATURES TECHNIQUES ANGABEN TECNICOS
M1

M4z v1i

M4z v1 a=ipe AR
Modello - Model - Modéle - Modell - Modelo M1 M4z2 vz M42 vi/va2
Carico max. per asse - Max. load each axle - Charge maxi. par

essieu - Max. Belastung, je. Achse - Carga méaxima por eje % 500 2 18

Carico max. per asse per lato - Max. load axle/side - Charge

maxi. par essieu/coté - Max. Belastung, je. Achse/Seite t 1,28 1.8 8

Carga méaxima por eje por lado

Movimento max. per lato - Max. side movement

Mouvement maxi. par coté - Max. Bewegung je. Seite mm - 100 100
Movimiento maximo por lado

Movimento max. in diagonale - Max. diagonal movement

Mouvement maxi. en diagonal - Max. Querbewegung mm 60 - -
Movimiento maximo en diagonal

Spinta max. per lato - Max. thrust each side - Poussée maxi.

par caté - Max. Antrieb je. Seite - Empuje maximo por lado N 8200 9600 49000
Altezza installazione - Installation height - Hauteur

installation - Aufbauhtihe - Altura instalacion mm S0 120 119
agrzj?g:{isoni - Dimensions - Dimensions - Abmessungen mm| 550 x 410 690 x 890 590 x 890
Pressione max. - Max. pressure - Pression maxi.

Max. Druck - Presion maxima bar 170 40 210
ﬁlgmggggiig?}e - Power supply - Alimentation - Stromzufuhr v 400 - 3ph - 50hz 400 - 3ph - 50hz
Potenza max. installata - Max. power installated

Puissance maxi.installée - Hochstleistung kW 1,5 3 4
Potencia maxima instalada

The specifications stated on this brochure are not binding, Dedra S.r.l. reserves the right to change any specification without notice.

M1 [ 1 Velocita - Single speed )
( 2 Movimenti diagonali / 2 Diagonal movements )

MA2-V2 [ 2 Velocita - Double speed )
[ 4 Movimenti incrociati + Sequenza Automatica
4 Crossed movements + Automatic Sequence )

M4a2\v1 [ 1 Velocita - One speed )

Movimento a 45°
45° movement

Movimento a 90°
90° movement

I 2

standard in mm.[indicative)

Lunghezze tubazioni

Standard piping length
in mm.[approx]

A c

M1

5500

5500

M42

4000

4000
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